M echanical

Insertion Force: 4.5Kgf Max.

Extraction Force:1.0~4.0Kgf Max

Durability: 10000

Cycles

Foxconn’

SPECIFICATIONS

Operating Temper ature:-40°C to +85°C

Electrical

Voltage Rating: 3.3V
Current Rating: 0.5A
Contact Resistance: 40mQ max for contacts.
Dielectric Withstanding Voltage: 500V AC min.
Insulation Resistance: 100MQ Min, At 500 VDC

Physical

Housing: Thermoplastic, UL 94V-0 rated in Black Color

Contact: Copper alloy
Plating: See “ORDERING INFORMATION”
Metal SHELL: Steel
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ORDERING INFORMATION

FRODUCT NO. :

Display Fort

Hi%kthrgle

T/H Type

20 POS.
Comman Type,

Singl Display

1:Gold Plating

3V 1121 % -

=

C:30u Pd/Ni+Geold Flating
3:30u Geld Plating

NBYD7Z7-7H

LE

1640

3V11211-NBYD7-7H

H:Halogen Free

Fockage code:
/=Tape & Reel
Extent Code
Center Height
Water Flow Code
Housing Color
B=Black

Rs% Mormal

All specification & dimensions are subject to change, please call your nearest Foxconn sales representative for update information.



